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Specifications:

Weight 32.92 oz (1.02 kg)

Material Construction Light Weight, Aerospace Grade
Metal

Display Features White Hot / Black Hot

2X Digital Zoom

Multiple Crosshairs

Multiple Color/Intensity Crosshairs

Auto Shutoff

Auto Display Brightness when
moving back and forth from dark to
light

Display Size (Diagonal) 3.2”

Display Resolution 320 x 240 Pixel

Features:

• Thermal Reflex SightTM Provides Increased
Situational Awareness by Eliminating the Need to
View Through an Optic for Close Quarter Battle
(CQB) Operation.

• Wilcox GO Mount TM Allows for Quick Mount and
Dismount to a MIL-STD-1913 Rail Interface.

• Side View Camera Module for Viewing of Potential
Targets and Obstacles around Corners.

• Quick ChangeTM StandardPower Supply Module
Attaches Below the Weapon Rail.

• Each Mechanical Adjustment is Durable and
Ergonomically Positioned for Easy One-Handed
Operation While Handling a Weapon

• Maintains a Very Low Profile Stance on the
Weapon

• Flat Matte Finish for Covertness in Combat
Conditions

• Design Approach Cuts Down on Overall System
Cost

The Wilcox Weapon Video Displayis a modular thermal sighting system that mounts to the MIL-STD-1913 Rail Interface of a
weapon by means of a Wilcox GOMountTM. This modular, integrated system provides thermal image output to an LCD Display for
CQB capability. A Thermal Reflex SightTM allows for nighttime thermal viewing of targets. A Side View Camera Module provides
viewing of potential targets and obstacles around corners. AQuick Change TM Standard Power Supply Modulepowers various
devices in the system, and is compatible with the entire Wilcox family of NVG Mounting Systems.
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The Weapon Video Display (WVD)Mounted to the
M4 -A1 Carbine with the ACOGSight

and OASYSUNS-T Thermal Sight

Wilcox’s Weapon Video Display
(WVD)

The Weapon Video Display (WVD)Mounted to the M4-A1
Carbine with the BAE MWTS Thermal Sight (Sold Separately)



Order Numbers:

35600G01 Weapon Video Display (WVD)

Weapon Video Display Components
(See Above):

1) Thermal Reflex SightTM attaches to the
MIL-STD-1913 Rail Interface of a weapon. A
Remote Control Pad on the sight provides
accessory selection and LCDDisplay options.

2) The OASYSThermal Camera mounts to the top
rail of the MIL-STD-RAILInterface.

3) Wilcox GO Mount TM easily mounts and dismounts
to a MIL-STD-1913 Rail Interface.

4) Side View Camera Module attaches to the left
and right rail of the MIL-STD-1913 RailInterface
for viewing of potential targets or obstructions to
the left and right of the weapon.

5) Quick ChangeTM StandardPower Supply Module
attaches to the base of the Weapon Video
Display, and provides the power source for the
system.
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The modular Wilcox Weapon Video Displayis featured
with a wide range of options for customizing the LCD
Display and can be configured for use with side view or
thermal cameras.

This brochure does not constitute an offer or commitment to sell. © 2007-2009 Wilcox Industries Corp. Other aspects of the Wilcox Weapon Video Displayare Patent Pending.
WILCOX® is a registered trademark of Wilcox Industries Corp. Modular by DesignTM, GO Mount TM, Quick ChangeTM, and Thermal Reflex SightTM are trademarks of Wilcox Industries
Corp. All rights reserved. Printed in USA. Contact Wilcox for Warranty Statement.

Export of this product is regulated by the US Department of State in accordance with guidelines of “International Traffic Arms Regulation (ITAR)” per Title 22, Code of Federal Regulations,
Parts 121-128.
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Wilcox Weapon Video Display,
(Stowed for Low Profile Operation, Front View)

Wilcox’s Weapon Video Display
(WVD)

Wilcox Weapon Video Display with LCD Display Open
and Remote Control Pad Visible


